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Twin Cities Regional Group Information 

The Rumble Sheet is the official publication of the Twin 
Cities Regional Group #46 (TCRG) of the Early Ford V-
8 Club of America and is sent to all current members 
and advertisers.  TCRG is chartered by the Early Ford V
-8 Club of America, and is a non-profit corporation in 
the state of Minnesota, dedicated to the preservation of 
Ford Motor Company vehicles and related historical 
materials from the era of the flathead V-8 engines, in-
cluding all Fords, Mercury's and Lincolns so equipped 
from 1932 through 1953. 

Club Address 

P.O. Box 20236, Minneapolis, MN  55420 

Meetings Membership meetings of the 
TCRG are held at 7:00 p.m. on the first 
Wednesday of almost every month at a site 
announced in the Rumble Sheet.  Change of   
time or site will also be announced in the 
Rumble Sheet. 
Membership dues for the TCRG are $25 
per calendar year.  Membership in the Early 
Ford V-8 Club of America (the National 
Club) is a membership requirement of the 
Twin Cities Regional Group. 
Submitting Material Please send all mate-
rials for publication to Bill  Gillies , 1736 
Crystal Ave., Arden Hills, MN 55112 or E-
mail wlgillies48@gmail.com.  Rumble 
Sheet material deadline is the 15th of the 
month.  E-mail body content (not attach-
ment) is preferred. 
Advertising Classified ads are free to 
TCRG  members, and will run for three 
consecutive months.  Display ads (business 
card size) will run for 12 issues at a cost of 
$30.  Check under ad for last appearance. 
Website TCRG can be visited online at 
www.tcrgv8club.org 

Twin Cities Regional Group 2019 Board of Directors 

President    Mike Erickson   320-396-2473 
Vice President    Kent Tabako   763-755-7535    
Secretary    Gary Rosenberger  651-451-2937  
Treasurer    Roger Wothe   952-473-3038 
Editor     Bill Gillies     651-633–1564 
Membership    Gordy Ditmanson  651-646-8103 
Sunshine Lady    Cathy Tabako   763-755-7535 
Archives    OPEN     
Media Director   Ron Long   651-714-2740 
Webmaster    Lynn Erickson   320-396-2473 
Current Board Members   Joel Bergstrom   651-631-0091 
     Ron Christensen  763-208-2244  
     Tom Murray   651-699-1893 
     Steve Seidel   763-434-7848 
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Happy Birthday No GEEZER BREAKFAST 
3rd Thursday of the Month 

 Denny’s 2045 Twin Lakes    
Parkway, Roseville, MN 
Meet at 9 AM  
After we eat those signed up 
for BTTF’s can go register  

   Looking Ahead- Membership  
Meeting   

 June 10   Gary Weyrauch 

June 21   Barb Collins(Kelly) 

June 24   Roger Wothe   

June 30   Gisela Sorvig 

President's Message  For May 

Meeting Location: St Michael’s Lutheran 
Church, 1660 West County Road B, Ro-
seville, MN 55113‐4073, (651) 631‐1510 
Directions: From North or South: I‐35W 
to Hwy 36, east on Hwy 36, exit Snelling 
South, turn right at first stop light 
(County Road B) look for church on left. 
OR I‐ 35E to Hwy 36, west on Hwy 36, 
exit Snelling South, turn right at first stop 
light (County Road B) look for church on 
left. Plenty of parking  

 Activities director for TCRG V-8 Club.  Full or part 
time position available.  Must be motivated and enthusias-
tic to get members out and about to drive and show off their 
cars.  Salary: Satisfaction of making a plan, bringing smiles 
to members faces and maybe an ice cream cone!  Job de-
scription includes planning driving and non-driving activi-
ties for the club members.  If you think you would like to 
apply, contact Mike Erickson @ 320-396-2473 or 
mikeandlynn@northlc.com. 

WANTED 

President's Message 

As things start to return to some what normal with most of the Covid restrictions removed it's time to get 
those old Fords and Mercury's out. We had our first Tour May 15. A small turnout had five Classics and 
one modern. Hopefully you can make it to some of the activities coming up this summer. 

 

June 19th is "National Drive Your Ford Day" look for details in the Rumble Sheet. 

 

Remember The National membership drive is going on May-July if you know of any neighbors or friends 
that would be interested in joining bring them to the meeting or contact Gordy Ditmanson our Membership 
person. 

See you at one of our activities soon. 

 

Mike Erickson 
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  Twenty-five members were present with a few guests mixed in.  
President Mike Erickson called the meeting to order at 7:08 pm.     
 A. Treasurer - Roger W. – Roger arrived late but reported that we are in the black. All bills are paid.
 B. Secretary - Gary R. Prior minutes were approved, no changes.   
 C. Membership - Gordy D. Reported we have 78 members presently. The National Club is having a 
membership drive and is offering incentives to Regional Groups who sign up new members. Our club is 
going to skip a new roster for 2021 because we lost all our revenue from car shows for the past year due to 
covid 19, 20 and 21. We will have a list of updates to last year’s roster available soon.     
 D. Editor - Bill G. Need articles for the newsletter. Tell us about your first car. Any make is ac-
ceptable, Bill is desperate. Send articles to Bill Gillies.        
 E. Upcoming Events                                                 
   1. The first car tour of the season will be held May 15, Kent Tabako in charge. See full de-
tails of the tour in this issue of the Rumble Sheet.                              
   2. All Ford Picnic – June 6, 2021 – Cancelled for this year.                  
 F. Old Business              
  1. Gentlemen’s Breakfast will be held at the Louisiana Café May 20th.     
 G. New Business                                                
   1. Just announced that Back to the 50’s has been cancelled due to covid 19.  
   2. Drive your Ford Day is May 19. We need a destination and a volunteer to run the tour. 
Need ideas.              
   3. Braham Pie Days is the first Friday in August.                       
   4.Bruce Nelson reported that the New Brighton Stockyards Days Car Show needs a covid 
policy in place to proceed with the show. Our co-sponsors the T Bird Club does not want to participate till 
2022. President Mike E. put the issue to a membership vote, and it was 24 -1 to cancel the show till next 
year.                  
  5. Bruce Nelson announced that he has an idea for a national driving tour for next year being 
2022.                 
 H. Other Business         
   1. No roster will be printed this year. See C. above for details.                       
   2. Mike Erickson stated that we need a new brochure to promote the club. We will discuss 
further at the next board meeting, May 20, 2021.       
  3. Ellsworth Car Show July 25 and Larry Menard auction Oct 3.      
Adjourned at 7:38 pm.  
Respectfully submitted by Gary Rosenberger  

Membership Meeting Minutes May 5, 2021 
Location: St Michael Church 

Drive Your Ford Day June 19th 

We will meet at the Oakdale  Fleet Farm at 10AM for a short tour to a park in  
Hudson, Wisc. for lunch.  Bring your own food and drink and a lawn chair to sit on. From 
there  those that want to, will return and Back to the Fifty's , which will be in progress. 
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R-T-R in The Time of Covid  By Gordy Ditmanson 

                                    R-T-R in The Time of Covid 

          As the little gray cells gradually emerge from the Covid fog I find myself focusing on a debate ramping 
up in industry and the legislature. A recent back and forth in a national news forum highlighted the key fea-
tures: 

         A farmer in Missouri expressed in print his frustration with his new equipment full of modern technolo-
gy designed to improve efficiency and increase yields. When he tried to obtain the tools and parts needed to 
make simple repairs, or the digital elements and documentation, he came up empty. His local service garage 
couldn’t obtain them either leaving his only option the dealerships and their specialized technicians who have 
a hard time keeping up with the backlog, and they’re not cheap. 

       He and many other farmers are calling for “right to repair” laws forcing manufacturers to provide easy 
access to tools, parts, and documentation for the consumers. In the meantime, many are turning to 30 or 40 
year old tractors which they can keep running on their own, and now command up to ten times their original 
purchase price! 

      The president of an equipment manufacturers association jumped into the fray asserting that these “right 
to repair” laws lead to illegal tampering, and pose a threat to public safety, environmental regulations, and 
intellectual-property rights. And this fracas extends to everything from vehicles to toasters. 

        I believe that we in the Early Ford V-8 Club of America are fundamentally endowed with the individual 
and unalienable “Right To Repair,” it may even be hard wired in our genes. The Bills and Kents and Garys in 
our club are surely the standard bearers of this concept and will go to the mat for it. 

         One thing about this covid thing: it has actually afforded us (theoretically) a little extra time to devote to 
our repair and maintenance list. The Ford Motor Company has graciously provided us with detailed instruc-
tions and proprietary information to keep us from descending into “illegal tampering” and to be mindful of 
personal and public safety. In that timely spirit we are enclosing a handy pull out which lists the twice-yearly 
preventive maintenance and service bullet points recommended for our cars. Note the “twice-yearly” admoni-
tion. Although published in the Service Manual for 1946-48, most of the features are applicable for all the 
relevant years. 

         As this fog lifts we should be back on the road soon, so we better finish up any of the remaining things 
we might still have left on this list. And remember, continue the faithful fight for your “Right To Repair!”          

                    
 
( There is no Handy Pull Out mentioned above, but the following could be torn out if desired.) 
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Ford Motor Company Service Manual for 1946-48 

213, TWICE-YEARLY PREVENTIVE MAINTENANCE 
SERVICE. 
a, Operations Under Vehicle. 
(1) Before getting under the vehicle, make sure the hand-brake 
lever is fully released. 
(2) Wipe all lubrication fittings, filler plugs (including shock  
absorber filler plugs) to remove all grease, dirt, etc. Remove the 
drain plugs from the transmission and. rear axle, and allow them 
to drain. 
(3) If an engine oil change is due, remove the oil pan drain plug, 
and allow the engine oil to drain. 
(4) Grasp the front of the front wheels, push them away from 
each other, and then pull them toward each other, at the same 
time observing the tie rod and drag link ends for excessive wear. 
On trucks, tighten the steering arm to the spindle if any looseness 
is noted. 
(5) Lubricate the tie rod and drag link ends with recommended 
lubricant. 
(6) Grasp the front wheels at the top and bottom, and shake 
them, observing the movement of the brake plates. 
NOTE: If a movement is noticeable, be sure it is not the brake 
drum instead of the brake plate, as loose brake drums indicate 
loose wheel bearings. 
If the brake plates have more than 1/32-inch movement, rebush 
the spindles. 
(7) Lubricate the spindle pins with recommended lubricant. 
(8) Shake the front wheels, and observe the pitman arm for loose 
ness and tighten if required, 
(9) Tighten the steering gear housing mounting bolts if neces-
sary. 
(10) Lubricate the clutch release shaft, equalizer shaft, clutch, 
and brake pedal with recommended lubricant. 
(11) Shake the propeller shaft, and observe the universal joint for 
side or end play. If any play is noticeable (truck only), repair or 
replace the universal joint. 
(12) Tighten the universal joint U-bolts (truck only). 
(13) Lubricate the universal joints with recommended lubricant. 
(14) Lubricate the propeller shaft support bearing with  
recommended lubricant. 
(15) Inspect the springs for broken leaves, broken tie-bolts, or 
sagging springs, Repair or replace springs if required. 
(16) Tighten the front and rear spring U-bolts and spring clip 
nuts. 
(17) Lubricate the springs with recommended lubricant. 
(18) Lubricate the spring shackles with recommended lubricant 
(trucks only), 
(19) On vehicles equipped with a vacuum controlled two-speed 
axle, check the vacuum hose for leakage, and tighten all  
connections, Replace with new parts where necessary. 
(20) Tighten the exhaust pipe, muffler brackets, and clamps. Re- 
place parts where necessary. 
(21) Examine the exhaust manifolds for cracks or leakage.  
Repair or replace parts if necessary,  

(22) Tighten all exhaust manifold nuts and cap screws, 
(23) Replenish the fluid in the shock absorbers, 
(24) Rock the vehicle and observe the shock absorbers for  
leakage. (A very slight seepage around the shock absorbers 
should not be considered abnormal.) Replace leaking shock 
absorbers. 
(25) Shake the shock absorber links, if any free play is  
noticeable, replace the links, 
(26) Shake the rear of the front radius rod, and observe the ball 
joint for looseness, Replace the front radius rod ball joint rubber 
bushing if required (except trucks). 
(27) Install the drain plugs in the oil pan, transmission, and rear 
axle, Fill the transmission and rear axle to correct level with 
recommended lubricant. 
(28) Tighten the rear axle housing bolts 
(29) Inspect rear axle for lubricant leakage. Make the necessary 
repairs, 
(30) Examine the transmission for leakage, (A very slight seep-
age of oil should not be considered abnormal.) 
(31) Tighten the fuel tank hold-down bolts and fuel line connec-
tion at the fuel tank. 
(32) Drain a quantity of fuel from the tank to remove any accu-
mulation of water or sediment, 
(33) Tighten the engine oil pan cap screws and examine the oil 
pan for leakage. 
(34) Tighten the starting motor mounting bolts and cable  
connections.. 
35) Check the steering gear sector shaft end play, and adjust if 
required. 
(36) Remove all four wheel and hub assemblies. 
(37) Check the condition of the brake lining. Replace the brake 
lining if it is worn to within 1/32-inch of the rivet heads or if the 
lining is grease soaked. 
(38) Inspect all wheel! slave cylinders for leakage. Repair or re- 
place leaking wheel slave cylinders. 
(39) Remove the wheel bearings. Clean and pack the wheel  
bearings with recommended lubricant. Install wheel bearings, 
using new grease retainers if required. 
(40) Install the wheel and hub assemblies, and adjust the wheel 
bearings. 
(41) Adjust the service brakes (shoe adjustment). 
(42) Tighten all wheel nuts. 
(43) Inflate tires to recommended pressure. Examine the tires 
for cuts, radial cracks, blisters or unusual wear. Repair or re-
place if required. 
(44) Rotate one front wheel. When it comes to a stop, mark the 
tire at the bottom. Repeat this several times. If the wheel stops 
at the same place each time, the wheel is out of balance. Repeat 
this procedure for the other front wheel. Make the necessary 
corrections, 
(45) While holding the service brake pedal down to hold the 
brake shoes against the drum, adjust until all the slack is taken 
out of the hand-brake cable (except C.0.E. or Heavy Duty 
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Ford Motor Company Service Manual for 1946-48,  (continued) 

trucks). 
(46) Lubricate the hand-brake cable equalizer with pressure 
gun lubricant (except C.O.E. or trucks). 
(47) On trucks, inspect the hand brake. If the drum is scored 
or the lining is excessively worn, repair or replace if required. 
(48) If the clearance between the hand-brake lining and the 
drum is in excess of 0.020 inch, adjust the hand brake. 
b. Operations Under Hood. 
(1) Oil the water pumps (Lincoln only). 
(2) Oil the fan, except 6- and 12-cylinder engines. 
(3) Oil the throttle controls. 
(4) -Oil the generator bearings. 
(5) Remove the steering gear housing filler plug, fill the steer-
ing gear housing with specified lubricant, and reinstall the 
plug. 
(6) Check the state of charge of the battery, and replenish the 
water. Recharge the battery if required,( 
7) Remove and clean the battery terminal connections and 
terminals, and coat them lightly with grease. Install the termi-
nal connections, and tighten them securely. Replace the ca-
bles or ground strap if required. 
(8) Repair or replace the battery hold-down frame and box if 
required, ; 
(9) Tighten the battery hold-down frame if required, 
(10) Install a new oil filter cartridge. 
(11) If the engine oil has been drained, refill oil pan to proper 
level with recommended grade of oil. 
(12) Remove all spark plugs, and clean them with a sand blast 
cleaner. Set the gaps at 0.025 inch. Replace any plugs that 
have broken or chipped porcelain, or burned electrodes. 
(13) Test the compression of each cylinder. Cylinders with 
the compression below normal indicate valves or rings are 
leaking. Higher than normal compression indicates an exces-
sive accumulation of carbon, 
(14) Install the spark plugs. 
(15) Tighten all cylinder head nuts, 
(16) Tighten the intake manifold nuts and cap screws, 
(17) Remove the fuel pump cover and clean the sediment 
chamber, Install the fuel pump cover, using a new gasket, ; 
(18) Remove and clean the distributor, examine the points 
(replace burned or pitted points), adjust the point gap, reset 
the timing, and lubricate the distributor. Install the distributor. 
(19) Replace the distributor caps and/or terminal plates if they 
have cracks, carbon tracks, or are otherwise damaged, 
(20) Clean the carburetor air cleaner element, If the vehicle is 
equipped with an oil bath type cleaner, clean the oil reservoir, 
and fill it to the level mark with specified oil, 
(21) Clean the crankcase breather cap. 
(22) Replace the fan and generator belts if they are cracked or 
badly worn, Adjust all belts, 
(23) Check the generator pulley for looseness, and tighten it if 
required, 
(24) Check the condition of all hose, and tighten the connec-

tions 
(including heater hose). Replace any hose that shows signs of  
deterioration, 
(25) Tighten the radiator mounting bolts, 
26) Check the condition of the antifreeze or radiator coolant. If signs 
of excessive rust are apparent, drain, clean, and flush the cooling 
system. A cooling system cleaner kit, part No. 81A-18442, is availa-
ble. Follow directions. On the container. 
(27) Remove dirt, insects, etc. from the exterior of the radiator core. 
(28) Tighten the wire connections at the generator, generator  
regulator, coil, and starting motor relay. 
c. Driver’s Compartment Operations. 
(1) Tighten the wire connections at the circuit breaker, ignition 
resistance unit, and ignition switch, 
(2) Apply the service brake, and check the hand-brake lever free 
travel, If the hand-brake lever free travel is more than '% inch, re- 
adjust the hand brake more carefully (except C.O.E. or heavy duty 
trucks). 
(3) Check for and release any binding of the choke, throttle, and 
accelerator controls. 
(4) If the accelerating pump is binding, disassemble the carburetor, 
and make necessary repairs, 
(5) Check the condition and operation of the head lamps, tail lamps, 
stop lamps, panel lamps, and interior lamps. Replace any burned out 
bulbs. 
(6) Check the operation of the head-lamp beam control switch. 
(7) Aline head lamp. 
(8) Check the clutch pedal free travel. Adjust if necessary. 
(9) Replenish the hydraulic brake fluid. 
(10) Check the service brake pedal reserve. If the brake pedal is 
spongy, bleed the brakes. If the brake pedal reserve is less than 4 of 
the total pedal travel, readjust the brake shoes more carefully. 
(11) Start the engine, and warm it to normal operating temperature 
(12) Check the windshield wiper blades and the operation of the 
windshield wipers. Repair or replace if required. 
d. Final Operation. . 
 
(1) Adjust the carburetor idle speed to approximately 500  
revolutions per minute. Adjust the idle fuel adjustment. Adjust the 
accelerating pump stroke to suit the approaching season, 
(2) Disconnect the fuel pump inlet line, and connect a vacuum 
gage to the fuel pump. Start the engine and run it at idle speed. If the 
vacuum is below 10 inches, repair or replace the pump. Reconnect 
the fuel line, using a new flexible line if required.   
3) Disconnect the fuel pump outlet line and connect a pressure 
gage to the fuel pump outlet. Start the engine, and run it at idle 
speed. 
Normal! pressure is from 1.5 to 3.5 pounds. If correct reading is not 
obtained, repair or replace the fuel pump. Reconnect the fuel line. 
(4) Test the action of the generator regulator, and adjust or replace 
it if required.  
 
(5) Test the length of the spark from each spark plug wire. Spark 
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should jump a 1/4-inch gap, if not, make necessary corrections, 
(6) Check the front wheel toe-in adjustment and adjust if required. 
(7) Oil the door hinges (dripless penetrating oil). 
(8) Check doors for alinement, and adjust the striker plates and 
dovetails. Lubricate with lubricant impregnated wax. 
(9) Replace missing weather strips or rubber bumpers on the doors, 
hood, and cow! ventilator. 
(10) Check the operation of all window lifts, and repair or replace 
if required, 
(11) Clean the drain holes at the bottom of the doors. 
(12) Inspect all exterior surfaces for rust and corrosion, and repair 
as required.  
(13) Tighten the top bow cap screws and nuts. Check the operation 
of the top mechanism (Convertible cars only). 
(14) Road test the vehicle. 

______________________________________________________ 
Ed. Note:  If you can get through preforming the above list it’ll be 
time to close the door and get out the snow shovel.  

Ford Motor Company Service Manual for 1946-48,  (continued) 

I grew up in a small farming community in southwestern Minnesota.  When I was fifteen years old (you 
could get a license at fifteen) I saw this wonderful 1930 Studebaker coupe abandoned in an empty lot.  I 
found the owner and we struck a deal: $25.00 for the car, but $26.00 for a battery which was not included.  I 
poured in some gas and it started.  I did not immediately drive home because I knew that my mother would 
not approve, so I parked it a block away for a couple of weeks.  The only place I could find 4.75 tires was 
the junk yard and they didn’t last long.  The wooden spokes were giving me some problems, the split rims 
were too narrow and the mechanical brakes were not too good.  After conferring with the junk yard owner 
we decided that installing 1938 Plymouth axels front and rear would solve all of the problems. New wheels 
with six inch rims, 6.00 x 16 tires and hydraulic brakes would fix everything.  It really worked well but was 
a lot of effort. My friends and I drove that car for several years.  One weekend I went to St. Paul with my 
father to visit my grandparents.  When we returned I found that my friends had used the car and had thrown 
a rod which made six holes in the pan.  I could not save that engine so looked for something else.  A farmer 
west of town had a 1938 Ford that had a newly rebuilt engine installed. Unfortunately for him his son had an 
accident and rolled the car.  It was cheap! I wondered how hard it would be to put a Ford engine and trans-
mission in a Studebaker, after all they were both cars weren’t they? Nobody told me that it might be difficult 
hooking a closed drive shaft Ford transmission to an open drive shaft Plymouth rear end.  The gents at the 
Ford garage were absolutely no help at all. They said that it couldn’t be done.  Of course, I found out later 
that late 40’s Ford trucks had the same transmission with an open drive shaft.  So, unable to use stock parts 
we had to fabricate our own.  It must have been ok because I drove that car all through high school.  Now I 
will let you into a secret.  That was not only my first Studebaker it was my first car, but that’s not the end.  I 
am currently driving my last Studebaker, a 1937 Dictator Coupe Express. 

My First Studebaker, period.  Roger Wothe 

Antique Studebaker club photo 
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For Sale or wanted 

It was so great getting together for the May meeting and seeing everyone.  It did not seem possible that it had 
been a year since we had been together as a group. We are looking forward to seeing everyone again in June.  
At the meeting, I did not see anyone in pajama pants or slippers! Hard after a year of “casual attire” to think 
about leaving our home and meeting with people.  After the May meeting, some folks went to Perkins for 
coffee, pie, a goody, and a chat.  It is great to be getting back to some kind of normal!  
C. Tabako 
The bottom six pictures are from the tour to Wisc. that Kent Tabako set up. Not a big turn out but enough to 
tour with and enjoy each others company after being apart for so long. Gary R and Don P got involved saving 
a damsel in destress who's muffler fell off. The bottom right picture by R. Long was really a beautiful picture 
but I could not do it justice no matter how I tried.  
Ed. 

FOR SALE 
1935 Cabriolet Project Full drive line, all hard to find parts, Top bows, doors, Banjo wheel, windows, 
grill, windshield, and all fenders. $7500.00, OBO 
1936 Cabriolet Project, same as above. New floors pans. $7500.00 OBO 
1951 Victoria, good solid body, rebuilt engine, all trim, glass, & auto or manual, $2500.00, OBO 
1940 Sedan Front fenders$250.00, OBO 1940 Ford running boards, (new pads) $350.00, OBO  
Any Flathead or transmission  Any Ford motor or transmission. 
Tom Donahue 612-799-8017  _____________________________________________ 
 
  1933 Coml/pickup Grille. Nice ,$650.00; 1932 Headlight bar, $85,00. ’33-34 Glove Box Radio, 12 volt, 
very nice. $700.00.  Steve, 612 207-3200 or sseidl@cbburnet.com 
   ——————————————————————— 

49-50 spotlights (2) LH, 3 bump $125, 49-50 OD trans $150, 49-50 Merc carb $25, (3) Ford Heyer test 
stands $100 ea, HD engine stand $25, 47-8 nos grill stainless $75, also nos/used body/fender trim, lets bar-
ter, lots of 51 trim/chrome, nos, used, great to fair, some minor sheet metal, 49-51 nos 1/4 panel pass side 
$450, anything else car related I have that you want, lets talk. Ron G. 651 925 7049 
or rgmentor@comcast.net 
   ———————————————————————— 

‘41 Ford  Cpe, Needs Complete Restore. Solid And Pretty Much All There. I Have And Xtra Drive line, A 
Tudor Sedan Parts Car. Lets Deal 763-682-3772  Bob McMullen, 2157 23RD St. SE,  Buffalo, MN 55313 
                                      ___________________________________________________ 
WANTED, *  
*Used Front timing gear cover for a '37 60 hp  Part # 52- 6019-A2 also the straight water pumps. 
part # 52-8501-B2 
Mike E  320- 396- 2473 
 
 *4- 17  X 550 tires. Prefer white walls. Steve, 612 207-3200 or sseidl@cbburnet.com 
 
 *Rear View Mirror mounts for 1933,34,35, 36 mirrors. These are the three piece mounts that were differ-
ent for closed cars, roadsters and phaetons, and cabriolets.  thanks,  Dave Braun,  651-707-
4798     daveann444@cs.com. 

The Pictures on the Preceding Page Are From Recent Outings 
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Support our Advertisers! 

Add 
$2.50 
to  
Ship-
ping 
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Twin Cities Regional Group 
Early Ford V-8 Club of America 
P.O. Box 20236 
Minneapolis, MN  55420 

 

 


